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exposure to different degrees of mechanical stress and strain, corrosion/erosion from solids, liquids and gases, gas 

diffusion, and mechanical abrasion at various temperatures. The contribution deals with composition of lining and 

with description destructive effect on refractories by which they are brick reheating furnaces in hot rolling mills 

such as pusher, walking beam and rotary hearth furnaces. In the contribution are summarized practical 

development experience applied to these aggregates.  
 

Citation:  Tatič Miroslav, Kizek Ján, Lukáč  Ladislav: Refractory Materials for a Reheating Furnaces and their Development in 

Present Time,  Advance in Thermal Processes and Energy Transformation , Volume 3, No. 4 (2020), p. 90-103, ISSN 2585-9102 

 

1 Introduction 

The modern steel technology requires ever higher 

quality refractories, which guarantee low specific 

consumption. In recent years we have observed steady 

increase in the proportion of unshaped materials 

compared to the total production volume. The 

unshaped refractory materials represent progressive 

types of products, which replace traditional linings 

from piece shaped materials. The advantages of using 

them are quick and easy method of making a monolitic 

lining without joints, in good resistance to sudden 

temperature changes and increased thermal insulation 

ability compared to linings from shaped materials [1] 

In present time undergoing repairs and constructions 

of new linings the trend towards for extensive castables 

both in form prefabrications as well as in form 

monolithic castables installed directly on the 

construction side. 

The use of modern castables brings significant 

productivity of assembly work in the implementation 

of linings, increases the quality of the final lining 

solution, prolongs its life time and reduces 

maintenance costs [1]. 

Even wear of the furnace lining unit has a significant 

impact on total operating costs. An ideal state of wear 

arises then all parts of lining are repaired at once.  

All industrial processes requiring high temperatures 

are dependent from the property refractories. The 

development of technological processes is constantly 

raises ever new requirements for refractory products. 

In that contribution we will deal exclusively with 

materials refractory in reheating furnaces.  

2  Refractories for reheating  

Refractories for reheating furnaces play a key role 

in containing energy consumption and in improving the 

efficiency of the reheating furnace. The life of the 

refractory lining and the efficiency of the reheating 

furnace depend largely upon the suitable choice, 

quality, and correct installation of the refractory in the 
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furnace. In fact, a well-established relationship exist all 

these factors. The purpose of the refractory lining in 

reheating furnace is to prevent the heat loss from the 

furnace and to ensure attainment of the skin 

temperature of furnace close to ambient temperature so 

as achieve targeted specific fuel consumption. 

Refractories and insulation have a major role in 

minimizing heat losses from the side walls and roof. 

The general requirements from refractories for 

reheating furnaces [2]: 

 Ability to withstand high temperatures and trap 

heat within a limited area such as a reheating 

furnace.  

 Ability to withstand sudden changes of 

temperature. 

 Ability to withstand load at service conditions. 

 Ability to withstand chemical and abrasive action 

of the materials such as liquid metal, slag, and hot 

gases etc. coming in contact with refractories. 

 Ability to resist contamination of the material such 

as scale etc. with which it comes into contact. 

 Ability to maintain sufficient dimensional stability 

at high temperatures after/during repeated thermal 

cycling. 

 Ability to conserve heat. 

 Ability to withstand load and abrasive forces and 

have to low coefficient of thermal expansion. 

Properties of the refractories can be classified to 

resist four types of service stresses namely [2]: 

• Chemical 

• Mechanical 

• Thermal 

• Thermo-technical 

A suitable selection of the refractories for the lining 

of the reheating furnace can only be made with an 

accurate knowledge of the refractory properties and the 

stresses on the refractories during service. 

The relationship between service stresses and 

important properties of the refractories are at Table 1 

[2]. 

 
Table 1 Relationship between type of stress and refractory 

property [2] 

Sl.No. Type of stress Important refractory property 

1. Chemical Chemical composition 

 Mineralogical composition 

and crystal formation 

 Pore size distribution and 

types of pores 

 Gas permeability 

 Resistance to slag, glass melts, 

and vapours 

2. Mechanical Crushing strength 

 Abrasion resistance 

 Cold modulus of rupture and 

deformation modulus 

 Porosity and Density 

3. Thermal Pyrometric cone equivalent 

 Refractoriness under load 

 Refractoriness under 

load(differential) 

 Thermal expansion under 

load(creep) 

 Hot modulus of rupture 

 Thermal expansion 

 Reheat change (after shrinkage 

and after expansion) 

 Thermal shock resistance 

4. Thermo-

technical 

Thermal conductivity 

 Specific heat 

 Bulk density 

 Thermal capacity and 

temperature conductivity 

3 Reheating furnaces for hot rolling mills 

These types of reheating furnaces are traditionally 

lined with hard (dense) refractory such as bricks, 

castable, gunite, shotcrete, etc. Such dense refractory 

do not fare well when exposed to intense and 

continuous flame impingement, thermal cycling and 

alkali attack. 

Routine processes like ramp-ups, ramp-down, and 

opening and shutting the furnace doors to charge or 

remove product can cause severe thermal shock and 

damage to refractory lining. 

Once damaged, hard-refractory repair and 

patchwork is cumbersome, time-consuming, labour 

intensive, and expensive. Reheating furnaces often 

have to be shut down for days because the refractory 

first have to be completely cooled, then the repairs to 

be made followed by the and specific dry-out 

schedules. Finally, the reheating furnace is very slowly 

ramped back up to the operating temperature (sudden 

ramp-ups create thermal shock). A large portion of this 

energy is absorbed by the refractory lining and, due to 

the high thermal conductivity of dense refractories, a 

large percentage of this heat is conducted through to 

the steel casing of the reheating furnace. Furthermore, 

traditional linings of hard refractory are heavy, putting 

undue strain on the mechanical components and 

structure of equipment.  

The reheating furnace is mainly consists of three 

zones namely: 

• Preheating zone 

• Heating zone 

• Soaking zone 

Furnace chamber consist of two side walls, two end 

walls one at soaking zone side and the other at 

preheating zone side, a hearth and a roof. The width of 

the furnace is required to have sufficient dimension to 

accommodate the length of steel material to be heated 

along width adequate clearance on either side so that 

the steel material does not rub the side walls during its 

forward movement. 

An exceptions are rotary hearth furnaces, which 

they have circular cross section with rotating hearth of 
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plate shape or ring. Individual furnace zones are 

separated by a hanging partition as well as spaces of 

loading, removing and cleaning. The roof of furnace 

hung up all the length respectively around the 

perimeter at the same height level. 

Since the atmospheric conditions within the 

reheating furnace existing in three zones differ widely, 

there is necessity to have different types of refractories 

for these zones. Similarly, the qualities of refractories 

needed for hearth and roof to meet the operational 

requirements of the area. 

The refractory lining of a reheating furnace can be 

done in several alternative ways.  

The alternative solution which can be adopted for a 

reheating furnace can include: 

• The classical brick lining 

• The combination of brick lining with monolithic 

refractory materials 

The installation techniques can be different 

depending on refractory materials used, i.e. laying, 

casting of monolithic, ramming, gunning, or 

shotcreting. In some reheating furnaces, precast slabs 

are also used. 

Objectives for refractory lining solutions for 

reheating furnaces 

 Meet the requirement imposed by operating 

conditions. 

 Meet requirements of the adopted technology for 

the refractory solutions. 

 Achievement of the targeted life of the refractory 

lining. 

 Meet the targeted time frame for the refractory 

lining. 

 Meet the environmental conditions imposed by the 

type of reheating furnace. 

 Refractory solution is to be within the available 

budget. 

4 Lining of individual parts of reheating furnace 

 Sidewalls  

Sidewals of the reheating furnace are required to be 

lined with multi-layer of refractories (Figure 1) [3]. 

Towards the furnace shell insulating refractories of 

needed qualities and in required thicknesses are to be 

used to ensure that the heat of the furnace is not 

transmitted to the furnace shell and the temperature of 

the furnace shell is not higher than the ambient 

temperature of the area. 

 
Figure 1 Individual layers of the lining of the side wall [3] 

1 side wall armour, 

2 insulating layer of ceramic fibers, 

3 anchoring of working lining, 

4 calcium-silicate insulating bricks, 

5 working lining made of high-alumina gunning castable, 

The refractories of the side wall needed towards the 

steel material side needs:  

o high refractoriness, 

o high resistance to thermal spalling, 

o high resistance to thermal shock, 

o low permanent linear change, 

o good abrasion resistance, 

o good resistance against chemical attack. 

In the three zones of the reheating furnace different 

grades of alumina refractories are normally used for 

inner layers of the side walls. 

 End walls (input and output side)  

For the end walls also multi-layer lining of 

refractories is used (Figure 2) [4]. 

Lining towards the outer atmosphere consists of 

insulating refractories while for the inner layers 

towards the furnace different quality of refractories are 

suitable for the preheating zone side and soaking zone 

side end walls. The preheating zone side end wall 

refractories need to have good refractoriness as well as 

good abrasion resistance while the soaking zone side 

end wall refractories need to have high refractoriness, 

good thermal spalling characteristics and good 

emissivity to radiate heat. Presently monolithic 

refractories are preferred for this application. 
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Figure 2 Refractories of input end walls [4] 

 

 Hearth of the reheating furnace  

The hearth of reheating furnace continuously faces 

high temperature abrasion as well as build-up of scale. 

The refractories chosen for this area is to withstand 

these two adverse conditions. It should also have 

volumetric stability. 

Low cement medium to high alumina castables 

with stainless steel reinforcement are preferred 

solutions for the lining of the hearth. In the soaking 

zone, where steel material is pushed out or taken out by 

an ejector, lining with fused cast high alumina blocks 

are preferred since these blocks have got very high 

resistance to abrasion. Lining with basic castables also 

provides good performance for the hearth refractories. 

In Figure 3a is hearth from fused blocks with 

content Al2O3 [3,6] and in Figure 3b is monolithic 

hearth of castable with content 95% Al2O3 on basis 

tabular corundum [5]. 

 

 

 

 

 

 

 

 
Figure 3a Hearth reheating furnace from fused 



Advances in Thermal Processes  

and Energy Transformation 

 

 

 

94 

 

 
Figure 3b Monolithic hearth reheating blocks [3,6] furnace 

of castable [5] 

 

 

 Roof  

In case of the refractories for the roof of the 

reheating furnace, the choice of refractories depends on 

the type of roof the furnace has. Roof refractories need 

to have good thermal spalling resistance, good 

refractoriness as well as good abrasion resistance. 

Since roof refractories are required to radiate heat to 

the surface of steel being heated, it should have good 

emissivity. Presently roofs cast with low cement 

alumina castable refractories are preferred over brick 

lined alumina refractories. Behind these refractories 

there is necessity to install insulation refractories of 

adequate thickness to prevent the loss of heat through 

roof. 

In Figure 4 a, b is a view of the bricks with an 

individual hanger from Didier-Werke used in seventies 

in pusher and walking beam furnaces [3,6].  

 

 

 
a) 

 
b) 

Figure 4 Bricks with an individual hanger from Didier-

Werke 

In Figure 5 a, b, c is a view of the roof made from 

low cement and dense castable prefabrications. 

a)  

 

b)  

 

c)  

Figure 5 The roof of the reheating furnace made from 

prefabrications [6] 
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 Burner blocks  

 

Burner blocks are normally made of castable 

refractories. For burner blocks normally castings are 

made, and they are dried and fired [2]. 

Pre-shaped refractory burner blocks play an 

important role in reheating furnace operation and melt 

shops production since they are responsible for heating 

the billets/slabs so that they reach the temperature 

required for rolling [7]. 

They are made of LCC castables with a high 

alumina content and low cement content (1,0 – 2,5% 

CaO). The older types of burner blocks achieved a 

service life 1 year and the types currently used have 

service life of more than 3 years. 

Table 2 shows the chemical composition of 

standard and newly developed castable used for the 

production of burner blocks [7]. 

Table 2 Refractory castable chemical composition [7] 

Chemical 

composition (%) 

Standard 

product 

New castable 

Al2O3 75,7 60,8 

SiO2 17,4 36,7 

CaO 1,6 0,9 

Fe2O3 1,3 0,6 

Others 4,0 1,0 

The newly developed castable is characterized by 

lower values at thermal shocks and excellent resistance 

to cracks formation propagation. This was also 

confirmed by inspections after3 years of operation. 

Figure 6 shows the dependence of modulus of 

elasticity (E) on the number of thermal shock 

cycles(n°) in standard and newly developed castable 

[7]. 

 

 
Figure 6 Thermal shock resistance [7] 

5 Insulation of the water-cooled support system 

of heating furnaces 

The insulation of the water-coolled support system 

of heating furnaces is exposed to considerable thermal 

and mechanical stress and the chemical action of scale 

and flue gas. Requirements applied in construction of 

thermal insulation are specified by conditions of the 

pusher or walking beam furnace. These are the 

following requirements [6,10]: 

• Use of refractory materials that are characterized by 

low thermal conductivity and ensure minimal heat 

losses by cooling water in support system when 

determining the optimal insulation thickness (up to 

10-12kW.m-2). 

• Limitation or determination of thickness (specially 

on longitudinal skids and frames), while achieving 

the smallest shielding of the bottom surface of the 

heated metal from the working space of the 

furnace. 

• High thermal stability and mechanical strength of 

the insulation material. The main cause of 

significant thermal stresses in insulation is 

temperature gradient after cross section reaching an 

average value about 1000°C, especially in zones 

with a high working space temperature. Another 

cause of stresses in thermal insulation there may be 

different values of the thermal expansion of 

insulting material itself and also the metal elements, 

which the insulation is fixed to the pipes. In 

addition continuous vibration of the longitudinal 

skids has a significant effect on the insulation 

strength as the charge is moved. This is 

significantly higher in pusher furnaces where large 

dynamic bumps occurring when the charge is 

pushed arising overcoming resistant of the hearth in 

soaking zone. 

• Resistance of insulating material (or outer layer) 

against to the effect of scale. This is especially 

important for high temperature heating zones where 

the temperature reaches a value from 1200 to 

1400°C, a variety of refractory materials is exposed 

to intensive erosion as a result of wears and loss 

strength. In practice, there have also been cases of 

harmful effects of flue gases on insulation, when 

burning liquid fuel with increased sulphur content. 

• Technological procedure for mounting insulation 

on the furnace support system which allows 

shortening the installation time, which is performed 

in the final stages of repair of the heating furnaces. 

The optimal duration of insulation can be 

considered 2-2,5 years, with corresponds to the period 

between the two intermediate repairs. After this time 

there is maximum wear of the insulation on the 

longitudinal skids, cross rails and uprights, which 

represents the volume of about 50 – 60 % total 

insulation.  

When assessing the heat loss of water-cooled 

elements these factors are the most important: 

• thickness  

• quality  

• service life of insulation materials  

 



 

 

  
a) b)    c) 

Figure 7 Methods of insulation of longitudinal skids [6,10] 

 

Coarse insulation on the skid reduces heat loss but 

increases the effect of overlap on the slabs (shielding 

effect). In general, insulation with thickness of 38 – 64 

mm is the optimal value, on the one hand in terms of 

adequate losses insulation and also from the point of 

view of minimal heat radiation from the material just 

above the skid. 

The quality of the insulation materials used for 

longitudinal skids is very diverse. We can consider the 

heat loss of the material as a measure of quality in the 

range from 12600 to 37900 W.m-2 For this reason, the 

choice of insulation material is of great importance 

[10,11,12]. According to Vereecke F.J.[11] another 

important circumstance when choosing an insulating 

material is its service life. Heat loses on water-cooled 

skids with insulation can be up to about 37,86 W.m-2. 

Therefore, durability must be the predominant factor in 

choosing insulation and service life with regard to the 

given properties and thickness of insulating material. 

Methods of insulating a water-cooled support 

system  

There many types of skid insulation available on 

the European and world marked, which can be devided 

into three types [6,10,11]: 

• preformed (resin bonded glass fiber insulation), 

• cast refractory materials, 

• combination of both types has been used more 

frequently in recent years. 

The characteristic of preformed materials is: 

 high price 

 easier installation 

 lower installation cost, 

 higher heat loss values.  

The typical properties of castable refractory 

materials are: 

 lower materials cost, 

 higher installation cost, 

 lower heat loss values. 

 

 

Before selecting either type, one should seriously 

consider the operating condition.                                              

Strong slag formation and scale reduces service  life 

considerably. Due to mechanical damage there is also a 

decrease in service life due to incorrect insertion of 

short brams into the pusher furnaces            In The 

Unided Kingdom, different types of insulated skids are 

used . There a number of different insulating materials 

of pusher furnaces skids, for  example, plastics, 

castable material reinforced with mesh. These 

materials alow up 75% reduction in heat loss trough 

the skids[10].                                                          For 

walking beam furnaces, where are  no vibration as a 

result of the furnace charging device, it is possible to 

use double insulation consist of cast refractory material 

reinforced with ceramic fibers.             Figures 7 and 8 

show several types of longitudinal skid insulation 

currently used . The use of double insulation in the 

form of moldings has recently found application in 

pusher furnaces. The original design of double 

insulation by means of refractory material did not 

apply not applicable as shock occured as a result of 

pushing the slabs into the furnace [6,10]. 
 

 

Figure 8 Insulation of longitudinal skids [3] 
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Figure 9  Insulation of longitudinal skids with CAMERON 

system [13] 

 
a) 

 
b) 

Figure 10 Skids with riders [15,16] 

The characteristic properties of each type of 

insulation, i. thickness of metal, quality and service life 

can be compared to the cost of installation for a large 

specific use. The payback period (time) will be shown 

by the best system CAMERON´s Therm-A-Rail 

(Scotland, Edinburg) system is one of the most perfect 

insulation systems, which consist of double- layer 

moldings (Figure 9) [13]. The advantage of this system 

is very fast assembly and replacement of damage parts. 

Longitudinal skids and cross rails have a trapezoidal 

cross section and shape of the fitting itself correspond 

to this 

Riders – the construction elements, which reduce 

metal contact with cold part of longitudinal skids and 

their wearing, working under the temperature of 1100-

1200°C and high mechanical loads for metallurgical 

pusher-type and walking beam furnaces. 

Usage of riders ensures the following [17]: 

• Metal heating quality increasing of before rolling 

as a result of temperature drop decrease along 

section of heated slabs or billets and work pieces 

up to 5-20°C. 

• Decrease in fuel consumption (under curred 

furnace performance) by 8-17%. 

• Increase of furnace performance (under current 

fuel flow rate) by 20%. 

• Decrease of metal loss by 0,1-0,2% (for pusher-

type furnaces). 

• Ensure capability for sheet rolling in negative 

allowance field and increasing flatness of finished 

rolled products. 

• Decrease of metal cut-off piece consumption due 

to form deformation when rolling. 

• Energy saving in stand drives by means of 

decreasing forces when metal rolling. 

Figure 10a [15] shows the view of skid with riders 

in so-called hot skids from Salem Engineering 

Company Ltd (Milford, England). This developed and 

patented system by Peine Salzgitter AG (since 1998-

Salzgitter AG) was designed for a pusher furnace with 

an output of 300 tons per hour. Figure 10b shows the 

view of skid with riders used in the pusher furnace in 

VSŽ Oceľ s.r.o. type Italimpianti [16]. 

One of the most progressive systems is the design 

according to the company Koppers-Wistra (Figure 11 

and 12) [18]. From the recapitulation of the knowledge 

about pusher furnaces with ADAPT skids follows: 

• Better thermal uniformity which results in more 

even material properties of the final product. 

• No grooves and scrathes, which guarantees a fault-

less surface. 

• Lower sliding resistance, which ensures better 

mobility during heating process. 

• Furnace design without a fixed soaking hearth i. 

with double-side heating which ensures stable 

performance or there may be only a slight in 

performance with increasing slab thickness. 

• Sturdy and strong skid construction, which has 

guaranted durability of the skid insulation, lower 

heat and water consumption. 

• Reducing the cost of removing fixed hearth every 

2-3 years. 

Materials and products made of alumino-silicate 

fibres obtained the widest application in the nineties of 
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the last century. They are divided into three classes 

according to their oxide content: 

• Mullite-silicate (approx.50% Al2O3) with a 

temperature of use up to 1150-1200°C 

• Mulitte (60-65% Al2O3) with a temperature of use 

up to 1350-1400°C 

• Corundum (95% Al2O3) with a temperature of use 

up to 1600°C 

 

I –rider, II- ceramic element, III –metal chamber, IV – skid, 

V ¬– insulation 

Figure 11 ADAPT system from KOPPERS-WISTRA [18] 

The first two classes contain glass fibers, third class 

polycrystalline. The limit temperature of fibers use is 

associated with a change in their structure: 

 crystallization of the glass phases in glass fibers, 

 small crystals growth in polycrystalline fibers. 

In the manufacture of fibers, additions are added to 

improve the properties. For example, the working 

temperature of the mullite-silicate fiber can be 

increased by 200°C at 8% Cr2O3.  

Companies Johns - Manville, Carborundum, 

Babcock and Wilcox, Bloomengineering (USA), 

Morganite Ceramics Fibres, Thermal Ceramics (Great 

Britain), SEPR(France), Calderis (Austria, Germany), 

RATH (Germany, Austria) produce a wide range of 

fibers and products [6,12]. The products of the above 

companies under brand Fiberfrax, Cerafiber, Triton-

Kaowool, Superwool in the form of finer and coarser 

fibers, felts, boards, blankets, modules, fabrics, papers 

and cords are designed for use at temperature 1250 -

1400°C. The polycrystalline oxide fibers from Imperial 

Chemical Industries (Great Britain) Saffil type are 

designed at temperature 1500 -1600°C. The organic or 

innorganic binders are added to it in order for said 

material to be in the required form or specified 

properties depending on operating conditions. 

The insulation technology consist in wrapping the 

pipe with fiber or felt reinforced with refractory wire 

with pitch 100-200 mm, or in wrapping pipes with a 

fibrous cord. A layer of mullite-silicate fibre of 

thicknes 50 mm, reduces heat loss during skids cooling 

15-20 times. Cooling water consumption decreased 

from 1660 to 550 m3.h-1 and its temperature from 70 to 

25-30°C, for example when using Triton - Kaowool 

type fiber instead of the classic refractory material. 

Fuel saving represented approx. 15%. Used fibres with 

the addition of chromium oxide brand Fiberfrax 

company Johns-Manville, resulted in a reduction in 

heat loss through the pipe walls on average from 250 to 

12kW.m-2 [3,6,19]. 

 

 
Figure 12 ADAPT system from KOPPERS-WISTRA in 

individual zones of the furnace 

 

Another way to make fuel consumption more 

efficient is the use of fiber tiling modules. The first 

tests of pusher furnace with tiling modules were 

performed in the USA on Rouge Steel Co wide hot 

strip mill in 1980 [19]. 

  

 



 

 

  

 

 

 

  
Figure 13 Insulation system from Ka -Weld [20]



 

 

 

Two tests were performed in order to determine the 

most suitable type of insulation for operation. The 

modules were installed on the roof and side walls. The 

tests confirm, that the modul was the most suitable 

with the temperature of use up to 1650°C for use on 

the roof. In each test a panel of ceramic fiber modules 

was evaluated in an arrangement of 4 times 5 modules. 

The panel area was 1,86 m2. Temperatures were 

measured in the center of each panel using an optical 

pyrometer. For the side walls the modules were 

suitable for use up to 1480°C. After the operational 

tests, the pusher furnaces were insulated with ceramic 

fiber modules in the range of 85-95%. The operational 

experience with these modules was very good, no more 

serious problems occurred [19].  

One of the last very efficient insulating systems 

consisting of tiling modules is Ka-Weld (USA), which 

is characterized by:  

 easy installation, 

 high strength, 

 reduction of heat losses by cooling water up to 

90-95%, 

 resistance to scale. 

The individual modules are two layer. The inner 

side is made of fibrous material, the outer side of 

lightweight castable, containing 40-98 % Al2O3, 

according to purpose of use and the height of working 

temperature (Figure13) [20]. 

 
In conclusion can state following: 

• Thermal insulation of the support system in the 

pusher and walking beam furnaces reduces fuel 

consumption by 10-25% compared to a non-

insulated system, increases maximum productivity 

of furnace by 17% and considerably improves the 

heating quality of the slabs. 

• Two-layer insulation appears to be the most 

effective, wherein the outer layer consist of 

castable or castable blocks, which are neutral to 

the effects of scale and flue gasses, the inner layer 

consist of refractory fibrous material with high 

thermal insulation property. 

• The monolithic refractory castable layer as a 

protective layer is universal. It allows to insulate 

pipes of different diameters by doubling and 

different curve section. 

• Advantage of suspended block insulation over 

monolithic is that it can be installed in a few shifts 

at least two weeks are required to make the 

insulation in the classical way (monolithic design). 

They were listed at the beginning of the chapter on 

insulation of water cooled support system of reheating 

furnaces the basic requirement for the thermal 

insulation of the support system were given. In terms 

of insulation strength, continuous vibration has a 

significant effects when relocating the charge. 

Dynamics impacts when pushing charge cause wear of 

the insulation, especially in the nodes, where the 

longitudinal skids meet the transverse and 

perpendicular systems (cross rails, vertical supports). 

6 Results and discussion 

Before discussing technical issue that need to be 

considered in reheating furnaces, it is important to 

understand the definition of the refractory material, 

types of refractory material and various methods that 

can be used install refractory materials. 

When choosing the best refractory material for a 

given application it is important to consider what 

challenges are present. For example, does the 

refractory application have high abrasion issue or a 

large thermal profile variation (like can be seen in 

some reheating furnace hearths) As soon as the 

technical conditions are known, must be decided, what 

kind of material should be chosen and what installation 

method is best to suit a specific project (furnace 

condition, timing, costs, goal of furnace life etc.). 

Monolithic refractory materials are an excellent 

choice of monolithic materials based on the experience 

of the 20 years, which are shaped and form a 

monolithic cladding without joints. The installation of 

monolithic refractories is usually more efficient and 

faster than relining or constructing a new reheating 

furnace versus brick installation. When the appropriate, 

state-of-the-art monolithic refractory is specified, the 

physical properties will be equal to or better then 

properties of brick. 

There are four main types of monolithic refractories 

that are used in reheating furnaces. The types include: 

• Cast - Under this monolithic type, there are four 

types of cast products as follows: 

o Hand Cast, 

o Vibration Cast, 

o Pump Cast, 

o Self – Flow. 

• Shotcrete 

• Gunning  

• Plastic 

Each type has specific advantages and 

disadvantages which should be considered when 

picking one over another. 

New types of refractory materials are characterized 

by very low thermal conductivity. Comparison of 

thermal conductivities of individual groups of 

insulation materials is shown in Figure 14 [22]. The 

results in practice confirmed the assumption of higher 

service life of linings by incorporating more effective 

insulation. Due to the more effective insulation the 

thermal profiles in the layer of permanent and working 

lining will be levelled, while the mechanical stress is 

reduced in these layers. As a result, cracks and fissures 

should form more slowly. In addition, more effective 

insulation increases amount of accumulated in the 

working and permanent layer of lining. This 

contributes to smaller temperature fluctuations with an 

impact on their service life [22]. 
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Curve Material Bulk density (g.cm-3) 

1 
Microporous insulation 

board 
0,35 

2 Ceramic fibre board 0,25 

3 Mineralwool board 0,15 

4 Calcium silicate board 0,25 

5 
Lightweight refractory 

brick 
0,50 

6 Vermiculite board 0,40 

7 
Lightweight refractory 

concrete 
0,80 

8 
Lightweight refractory 

brick 
1,04 

Figure 14Comparison of thermal conductivity of individual 

groups insulation materials [22] 

The discussion of technical problems also concerns 

the wall thickness in the reheating furnaces. An 

example of a wall thickness design in reheating 

furnaces is shown in Figure 15 [23]. Figure 15 shows 

three different wall design next to one another. The 

walls have to the same thermal peripheral conditions 

and consist of three layers. The wall thicknesses were 

designed so that a furnace casing temperature of 80°C 

will be achieved. The heat loss in stationary state is the 

same due to the given conditions and are in range of 

802 to 809 W.m-2. There are differences in regard to 

the storage heat. This is important for furnace operated 

periodically. 

 
Figure 15 Three different wall designs with the same 

peripheral conditions 

The physical properties of the lining in the individual 

wall design are given in Table3 [23]. 

Table 3 The physical properties of the lining in the individual 

wall design [23]. 

Technical data Example 

a) 

Example 

b) 

Example 

c) 

Furnace casing 

temperature [°C] 

80 80 80 

Heat losses [W.m-2] 802 802 802 

Weight of lining per 

unit area [kg.m-2] 

400 146 38 

Wall thickness [mm] 375 245 235 

Furnace working 

space temperature 

[°C] 

1250 1250 1250 

Furnace ambient 

temperature [°C] 

20 20 20 

 

Overview of used refractory materials in three 

examples of structural design is shown in the legend in 

Figure 15 [23]. 

In conclusion, it can be stated an increase in 

demand for thin-walled linings in the near future and 

here there is possibility of installing microporous 

materials with extremely low thermal conductivity. 

The installation of microporous materials usually 

requires an additional layer of another refractory 
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material due to their low resistance to mechanical 

stress, and a relatively low operating temperature, 

approximately 1000°C. 

Conclusion 

Intensive development of all types of refractory 

materials has taken place over the last twenty years, 

which are used in furnace linings. This allows current 

manufacturers of rolled material a wide choice of 

refractory materials for a specific production according 

to the service life, quality of materials produced in 

rolling mills and economic evaluation of production. 

The paper summarizes some scientific and 

operational knowledge, associated with the 

development of refractory materials at present. 

The trend towards the widespread use of refractory 

castable and fibrous materials is significantly being 

promoted. This brings an increase in the quality of 

linings and their service life and ultimately energy 

savings and cost reduction. 

The development of new Technologies in the 

production of rolled materials constantly evokes new 

quality requirements for refractory products and 

shortening the repairs of reheating furnaces. 
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